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_ ) Demolition Key Notes
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D12
D13
D14
D15

Existing wall to remain

Remove existing storefront

Remove existing door(s)

Remove existing flooring at area of new

vestibule

Remove existing ceiling at area of new
vestibule

Existing column to remain

Remove existing wood siding and substrate
Remove existing soffit material

Existing light fixture to be replaced -
coordinate with Electrical Drawings
Remove existing aluminum doors - salvage
for reinstallation

Saw cut and remove existing masonry at
arched openings - coordinate with
Structural Drawings

Masonry below arched openings to remain
Existing ceiling to remain

Remove existing light fixture

Remove existing wood siding @ CMU wall
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BUILDING A

F1
F2
F3
F4
F5
F6
F7

F8

F9

F10

New aluminum storefront with anodized
bronze finish.

New wall mounted light fixture - coordinate
w/ Electrical Drawings.

New walk-off carpet tile at vestibule.

New substrate and stucco finish at exposed
areas of existing wall - typical above roof
canopy roof also.

New push plate door operator.

Infill existing door opening to match
adjacent walls.

Clean and prep existing concrete for

new carpet tile at are of new vestibule.
Where new wall mounted sconces or door
operators are installed, install plugmold
raceways at areas where wiring cannot be
concealed. Patch walls at areas affected
by electrical work, paint plugmold and wall
to match adjacent walls.

New HSS column to bear on existing
concrete foundation wall below - coord.
with Structural Drawings.

Use salvaged brick to repair masonry at
areas where new columns installed.
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C1

C3

C4
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New aluminum soffit

New suspended gyp. bd. ceiling

New light fixture - coordinate with
Electrical Drawings

Existing ceiling to remain

Repair or replace existing ceiling and / or
ceiling grids at areas damaged or
disturbed by new construction
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w/ Electrical Drawings.
F3 New walk-off carpet tile at vestibule.
F4 New substrate and stucco finish at exposed
33' - 4" (verify) areas of existing wall - typical above roof
7 canopy roof also.
F5 New push plate door operator.
F6 Infill existing door opening to match
adjacent walls.
————————————— F7 Clean and prep existing concrete for
new carpet tile at are of new vestibule.
‘ @ F8 Where new wall mounted sconces or door
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A m ] ] with Structural Drawings.
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areas where new columns installed.
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coordinate with Electrical Drawings

D10 Remove existing aluminum doors - salvage .
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D11 Saw cut and remove existing masonry at

arched openings - coordinate with CREATED BY: Design Interface LLC

Structural Drawings. Remove masonry

) o

SIS,

entirely up to roof above. Verify conditions
and notify Structural Engineer if

BUILDING | BUILDING | discrepancies or problems arise. L (N :
=22 —_— D12 Masonry below arched openings to remain Q& \ ATl DESIGN INTERFACE LLC
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2 Demoalition Plan - Bldg. | 1 Ceiling / Soffit Demolition Plan - Bldg. | D15  Remove existing wood siding @ CMU wall
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Brigham City Center

89' - 5" (field veri Q Floor Plan Key Notes 1100 SOUth_ Street
e Brigham City, Utah

F1 New aluminum storefront with anodized
‘f T *q: ********************************************************************* bronze finish.
= | 17' - 11" (verify) F2 New waII_ mountec! light fixture - coordinate
| . | | v w/ Electrical Drawings.
= F3 New walk-off carpet tile at vestibule.
@ F4 New substrate and stucco finish at exposed
areas of existing wall - typical above roof
canopy roof also.
‘ F5 New push plate door operator.
= = = = ‘ F6 Infill existing door opening to match
: / adjacent walls.
Sim Align new column w/ CL ‘ F7 Clean and prep existing concrete_for
of existing wall - typ. each ‘ new carpet tile at are of new vestibule.
F8 Where new wall mounted sconces or door

side - verify locations of
walls

operators are installed, install plugmold
raceways at areas where wiring cannot be PROJECT TITLE:

concealed. Patch walls at areas affected
by electrical work, paint plugmold and wall

Sy to match adjacent valls. Brigham City Center Facade
F9 New HSS column to bear on existing
concrete foundation wall below - coord. RemOdel

with Structural Drawings.
F10 Use salvaged brick to repair masonry at
areas where new columns installed.

@ Floor Plan - Bldg. |
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) Ceiling Plan Key Notes
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BUILDING L

BUILDING M

_ ) Demolition Key Notes

BUILDING L

Ceiling / Soffit Demolition Plan - Bldgs. L & M

BUILDING M

@ Demolition Plans - Bldgs. L and M
1/16" = 1'-0"

L

1/16" = 1'-0"

Sim
/N

D1
D2
D3
D4

D5

D6
D7
D8
D9

D10
D11
D12
D13

D14
D15

Existing wall to remain

Remove existing storefront

Remove existing door(s)

Remove existing flooring at area of new
vestibule

Remove existing ceiling at area of new
vestibule

Existing column to remain

Remove existing wood siding and substrate
Remove existing soffit material

Existing light fixture to be replaced -
coordinate with Electrical Drawings
Remove existing aluminum doors - salvage
for reinstallation

Saw cut and remove existing masonry at
arched openings - coordinate with
Structural Drawings

Masonry below arched openings to remain
Existing ceiling to remain

Remove existing light fixture

Remove existing wood siding @ CMU wall
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F1
F2
F3
F4
F5
F6
F7

F8

F9

F10

New aluminum storefront with anodized
bronze finish.

New wall mounted light fixture - coordinate
w/ Electrical Drawings.

New walk-off carpet tile at vestibule.

New substrate and stucco finish at exposed
areas of existing wall - typical above roof
canopy roof also.

New push plate door operator.

Infill existing door opening to match
adjacent walls.

Clean and prep existing concrete for

new carpet tile at are of new vestibule.
Where new wall mounted sconces or door
operators are installed, install plugmold
raceways at areas where wiring cannot be
concealed. Patch walls at areas affected
by electrical work, paint plugmold and wall
to match adjacent walls.

New HSS column to bear on existing
concrete foundation wall below - coord.
with Structural Drawings.

Use salvaged brick to repair masonry at
areas where new columns installed.
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@ Ceiling / Soffit Plan - Bldgs. L and M
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C1

C3

C4
C5

New aluminum soffit

New suspended gyp. bd. ceiling

New light fixture - coordinate with
Electrical Drawings

Existing ceiling to remain

Repair or replace existing ceiling and / or
ceiling grids at areas damaged or
disturbed by new construction
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D1 Existing wall to remain
D2 Remove existing storefront
D3 Remove existing door(s) .. I
@7 (@ upper area of wall) D4 Remove existing flooring at area of new Division of Facilities
S s T e e o5 \F/eestibule N—— f Construction & Management
emove existing ceiling at area of new . T
Vestibule D 4110 State Office Building
D6 Existing column to remain Salt Lake City, Utah 84114
D7 Remove existing wood siding and substrate Phone: (801) 538-3018
D8 Remove existing soffit material o
D9 Existing light fixture to be replaced - Fax: (801) 538-3267

coordinate with Electrical Drawings

D10 Remove existing aluminum doors - salvage .
for reinstallation http'//dfcm'Utah'gov

D11 Saw cut and remove existing masonry at

arched openings - coordinate with CREATED BY: Design Interface LLC

Structural Drawings

BUILDING P

BUILDING P

D12 Masonry below arched openings to remain
D13 Existing ceiling to remain
D14 Remove existing light fixture

D15 Remove existing wood siding @ CMU wall ¥ o DESIGN INTERFACE LLC
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@ Demolition Plan - Bldg. P @ Ceiling / Soffit Demolition Plan - Bldg. P
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BUILDING NAME:

— - - - o o - Brigham City Center

Brigham City, Utah

F1 New aluminum storefront with anodized
bronze finish.

F2 New wall mounted light fixture - coordinate
w/ Electrical Drawings.

F3 New walk-off carpet tile at vestibule.

F4 New substrate and stucco finish at exposed
areas of existing wall - typical above roof
canopy roof also.

F5 New push plate door operator.

F6 Infill existing door opening to match
adjacent walls.

F7 Clean and prep existing concrete for
new carpet tile at are of new vestibule.

F8 Where new wall mounted sconces or door

- 10"
7

N\

3

N\
15" - 2" (verify)

\ - Era
‘ " ‘ BUILDING P

operators are installed, install plugmold
raceways at areas where wiring cannot be PROJECT TITLE:

concealed. Patch walls at areas affected

53' - 8" (verify) o, 126 17'-0 6-6" 74' -0 6.6 18'-0 ’ 13'-6
e W **************************************************************************************************************************** " )Floor Plan Key Notes 1100 South Street

m T - 7 |

:

2 . ;
= by electrical work, paint plugmold and wall - -
() .
g to match adjacent walls. Brigham City Center Facade
in F9 New HSS column to bear on existing R d I
L = EXTENT OF WORK concrete foundation wall below - coord.
@ @ N with Structural Drawings. emode
F10 Use salvaged brick to repair masonry at

areas where new columns installed.
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TPO Membrane

Minimum /" of
membrane inside

Re-install existing roof drain,
provide new strainer basket and
heat tape - Coord. electrical
requirements w/ Elect. Dwgs.

Sim

typ.

Re-install existing roof drain,
provide new strainer basket
and heat tape - Coord.
electrical requirements w/
Elect. Dwgs.
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compression ring

Fully adhered rigid insulation

Plywood decking

New TPO membrane over 1/2" "Densdek”
over sloped insulation. Install over existing
plywood decking. Verify condition of plywood
and notify Owner and archtiect if plywood is
damaged or deteriorated - typical

Exsting TPO membrane to remain

New TPO membrane over 1/2" "Densdek”
over sloped insulation. Install over existing
plywood decking. Verify condition of plywood
and notify Owner and archtiect if plywood is
damaged or deteriorated - typical

CREATED BY: Design Interface LLC

BUILDING C

Roof Plan - Bldgs. C, D and E

Sim
‘ 8 ;typ. low

Extend shaped foam fascia 2' - typ.

BUILDING D

Sim
‘ 6 ;typ. high

BUILDING E
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Detail @ Roof Drain
6" = 1I_0ll @

1/8" =1'-0"

Re-install existing roof drain,
provide new strainer basket and
heat tape - Coord. electrical
requirements w/ Elect. Dwgs.

Re-install existing roof drain,
provide new strainer basket and
heat tape - Coord. electrical
requirements w/ Elect. Dwgs.

New TPO membrane over 1/2" "Densdek”
over sloped insulation. Install over existing
plywood decking. Verify condition of plywood
and notify Owner and archtiect if plywood is
damaged or deteriorated - typical

Brigham City Center
1100 South Street
Brigham City, Utah
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— e : Brigham City, Utah
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@ S3 | s1 M2 ]
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A — S1

E10
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P1

E10

@ North Elevation - Bldgs. C, D, E and |
1/8" =1-0"
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Brigham City Center Facade

@ E8 @ s2 NSl \Ml (TYP.) Remodel
= : ‘ \ N . = | @ E8 @ s2 \31 \Ml(TYP.) |

w T I T \\ v L 1 i ! \ .

. B N @ MARK | DATE DESCRIPTION
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ISSUE TYPE: Construction Documents

North Elevation - Bldgs. L and M

1/8" = 10" ISSUE DATE: February 16, 2007
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CAD DWG FILE:

El Existing flashing to remain.
E2 Remove existing flashing and / or siding. Verify condition of existing substrate. Provide new 1/2" STUCCO DRYVIT NO. COLOR DRAWN BY: pc
plywood substrate if existing is deteriorated or damaged. ) :
€3 Newfashing atovert s1 #452 "STORMY NIGHT" CHKDBY:  pe
ucco finish system over metal lath over (2) layers grade D building paper. " "
Ec Shaped foam fascia, gg ziﬁ SANDLEWOOD BEIGE COPYRIGHT: STATE OF UTAH
E6 New surface mounted wall sconce. Mounting height 7'-0" above walking surface to centerline of "PRAIRIE CLAY"
light fixture typical. Coordinate with Electrical Drawings. SH EET TITLE
E7 New aluminum storefront system w/ dark bronze anodized finish.
E8 New parapet wall attached to existing glu-lam beam. Extend parapet 3'-0" above top of existing METAL MATERIAL COLOR / FINISH
glu-lam. Coordinate with Structural Drawings.
E9 E;l;;&lég;(;?tierlg\)/\l(;cl)lr;crete column, extend furring 3'-0" above top of existing column to match height M1 STOREFRONT / FLASHINGS DARK BRONZE ANODIZED
E10 Paint bottom of exposed column with black epoxy coated paint - typical where columns terminate at M2 WALL SCONCES EXte rlor E I evatl O nS
concrete walkways only.
E11  Saw cut and remove existing masonry wall at arched openings (shown dashed). Masonry stem wall PAINT COLOR NO. COLOR

below existing windows to remain.
E12 New HSS column with brake metal trim to match storefront frames.

E13 Use salvaged brick to repair stem wall where new column is placed. P1 BLACK SH EET N U M B ER

E15 Reinstall existing aluminum doors in new frame.

E14 Existing wall - patch cracks and paint wall.
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M1

@ @E@

S1

No work at existing
canopy and framing

P3

P3

@ East Elevation - Bldg. P
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ELEVATION KEY NOTES ()
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El
E2

E3
E4
E5
E6

E7
E8

E9

E10
Ell
E12
E13

El4
E15

Existing flashing to remain.

Remove existing flashing and / or siding. Verify condition of existing substrate. Provide new 1/2"
plywood substrate if existing is deteriorated or damaged.

New flashing.

Stucco finish system over metal lath over (2) layers grade D building paper.

Shaped foam fascia.

New surface mounted wall sconce. Mounting height 7'-0" above walking surface to centerline of
light fixture typical. Coordinate with Electrical Drawings.

New aluminum storefront system w/ dark bronze anodized finish.

New parapet wall attached to existing glu-lam beam. Extend parapet 3'-0" above top of existing
glu-lam. Coordinate with Structural Drawings.

Furr out existing concrete column, extend furring 3'-0" above top of existing column to match height
of new parapet walls.

Paint bottom of exposed column with black epoxy coated paint - typical where columns terminate at
concrete walkways only.

Saw cut and remove existing masonry wall at arched openings (shown dashed). Masonry stem wall
below existing windows to remain.

New HSS column with brake metal trim to match storefront frames.

Use salvaged brick to repair stem wall where new column is placed.

Existing wall - patch cracks and paint wall.

Reinstall existing aluminum doors in new frame.

STUCCO DRYVIT NO. COLOR

S1 #452 "STORMY NIGHT"

S2 #112 "SANDLEWOOD BEIGE"
S3 #111 "PRAIRIE CLAY"

METAL MATERIAL COLOR / FINISH

M1 STOREFRONT / FLASHINGS DARK BRONZE ANODIZED
M2 WALL SCONCES

PAINT SHERWIN WILLIAMS COLOR NO. COLOR

P1 BLACK

P2 #6172 "HARDWARE"

P3 #6150 "UNIVERSAL KHAKI"
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Rigid insulation - slope to roof drain

Provide slip joint where Existing framing

walls abut adjacent soffits /

ceilings - typical

i

Furr out @ glu-lam
and provide stucco

&=

finish system @
exposed surfaces,
see Det. 7/A5.1 sim.

@ Canopy Section @ Bldgs. C, D and E
1/8"=1'-0"
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Veirify existing conditions where canopy
abuts wall - provide expansion joints at
points of attachment - typical

i

Veirify existing conditions where

canopies abut - provide expansion joints

at points of attachment - typical

B

il T 1 -1 1 1 | i | - —

— ] E.:---_.----

\ Furr out @ glu-lam

]

@ Canopy Section @ Bldgs. L and M

[] and provide stucco
finish system @
exposed surfaces,
see Det. 7/A5.1

sim.
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1/8" =1'-0"

Brigham City Center
1100 South Street
Brigham City, Utah

14'- 0 1/4" +/-

New parapet wall

m
| Existing glu-lam beam e
L Re-install existing roof drain
5 ‘
! B oV
v KTTIIERA
0 R
|
Furred out column beyond
/ -
yd
o
> / Existing planter box beyond

Canopy Section - Typ. Bldgs. C. D, E.,L &M

Replace existing flashing and
repair existing roofing membrane

New TPO
membrane on 1/2"
'Densdeck" over
rigid insulation

J Existing canopy framing
New aluminum soffit
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Door operator

Vestibule Plan - Bldg. P

(UTAH STATE UNIVERSITY)

Door operator

Door operator

Automatic door
operators
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Automatic
/ door (A-101)
! : ) operator -\
1| [
5 Vestibule Plan - Bldg. | @ Vestibule Plan - Bldg. A (BRIDGERLAND APPLIED TECHNOLOGY CENTER)
1/4"=1'-0" 1/4" = 1'-0"
6'- 0"

(10D

Door operator

Door operator

N

Door operator

(UTAH STATE UNIVERSITY)

@ Vestibule Plan - Bldg. L

1/4"=1'-0"

(c00)

(c102)
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Vestibule Plan - Bldg. C

(LEASE SPACE 'FOCUS’)

2

1/4" =1'-0"

Brigham City Center
1100 South Street
Brigham City, Utah

Door operator

U

Door operator

Door operator

@ Vestibule Plan - Bldg. M (UTAH STATE UNIVERSITY)

1/4"=1-0"

/ﬁ Automatic door operator
0 CS

Automatic door operator

Vestibule Plan - Bldg. D

0 \L Cx
Automatic door operator

¢ ¢

(DRIVER LICENSE DIVISION)
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Shaped EPS foam fascia T

Alum. cap flashing
Beveled top plate \

Stucco finish system ]

Detail @ Shaped Fascia
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4"

6

3"=1-0"

Metal soffit panel placed

i m Sim
6
&Y

\
[
[
|
vertically, over (2) layers bldg. | | \
paper I
| Stucco finish system
PlyWOOd Sheathing ‘ ‘ /
\ it Plywood sheathing
Metal flashing } } / Metal stud - see Structural
\ Drawings
Lap roofing membrane over top | I
of glu-lam min as recommended ‘ i Stucco finish system
by roofing manuf. | :
. i
\
| Existi lu-lam b
=5 | xisting glu-lam beam
\
\
i
\
\

New aluminum soffit - install on

existing soffit framing - verify

condition and notify Owner and
Architect if existing framing is

damaged

Extend stucco around bottom
of framing - provide drip edge
at corners

Detail @ Parapet Extension

Metal soffit panel placed
vertically, over (2) layers bldg.
paper

Plywood sheathing

If tapered insulation is higher than
top of glu-lam, provide treated 2x
blocking @ top of glu lam

Metal flashing
Lap roofing membrane over top of

glu-lam min as recommended by
roofing manuf.

New aluminum soffit - install on
existing soffit framing - verify
condition and notify Owner and
Architect if existing framing is
damaged

Provide slip joint @ top of furring

Attach furring member to lower
glu-lam only - see Struct.
Dwgs. for attachment details

Existing glu-lam beam

Extend stucco around bottom
of framing - provide drip edge
at corners

’? Plywood sheathing

Il

i

\

e N A

il

[\ W
g New TPO membrane roofing -
[ extend up wall behind stucco min
i - as required by roofing manuf.

Stucco finish system

Metal stud - see Strucural

New rigid insulation - slope to
roof drain

Existing canopy framing

S —

Detail @ Canopy Wall Bldgs. C, D and E

O

New aluminum soffit - install on existing
soffit framing - verify condition and notify
Owner and Architect if existing framing is
damaged

4 1"=1-0"

Metal furring

/ 1/2" plywood sheathing

/ (2) layers asphalt paper
/ Metal lath

Stucco base coat
7 Finish coat

2

A5.1
= T T I " I
l I
== Y 1

| 7 e )

| ) i / \;_A\: . ,
- \ A h ) 24 |
h— 1
| «7/"* a B : < I
K 7 a SRS /
/: - . . <7\\ [
I _ i x L la < a2 M /‘\ L - r
.- “ ac |
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| L1 [ 1 L] . = I
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Detail @ Furred Column

18" x 18" existing concrete column

State of Utah

Department of Administrative Services

Division of Facilities

Construction & Management

D 4110 State Office Building
Salt Lake City, Utah 84114

Phone: (801) 538-3018

Fax: (801) 538-3267

http://dfcm.utah.gov

CREATED BY: Design Interface LLC

L

11/2"=1"-0"

@ 1"=1-0"
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Structure beyond - existing
wall or new parapet wall

Plywood sheathing
(2) layers grade D bldg. paper

Metal lath

Base coat

Stucco finish coat

Roofing membrane

Weep screed or flashing

Stucco Detail @ Roof Intersection

8

11/2"=1-0"

Metal soffit panel placed
vertically, over (2) layers bldg.

Plywood sheathing

Metal flashing

Lap roofing membrane over
top of glu-lam min as
recommended by roofing

New aluminum soffit - install on
existing soffit framing - verify
condition and notify Owner and
Architect if existing framing is
damaged

Provide slip joint @ top of furring

Attach furring member to lower
glu-lam only - see Struct.
Dwgs. for attachment details

Existing glu-lam beam

Extend stucco around bottom
of framing - provide drip edge
at corners

- 8ll

’? Plywood sheathing

Stucco finish system

Metal stud - see Strucural

Stucco finish system
Metal stud - attach to upper
/ glU-'am 0n|y

New TPO membrane roofing
W - lap membrane up wall

behind stucco min as
-

required by roofing manuf.

New rigid insulation - slope to
roof drain

Existing canopy framing

| Slip track @ bottom of stud

= \

Detail @ Canopy Wall Bldgs. L and M

New aluminum soffit - install on
existing soffit framing - verify condition
and notify Owner and Architect if
existing framing is damaged

(5 1= 1-0"

2

Alum. cap @ top of M
column - slope to -~ -

drain

Shaped foam fascia

Existing. glu- P =
lam beam B == I
Z -

Exist. conc. PR
column e T
Steel stud \ :

Stucco over

plywood
sheathing

Exist. conc. walk
or finish grade @
planter boxes

A s
w4

Section Thu Furred Column

T.O. Exist. Conc. Col g;
El.=11"-0"
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3 5/8" metal stud

Sheathing - see
Structural Drawings

(2) layers Grade D building
paper

Wire mesh

Stucco finish system

Metal drip edge - extend
behind metal stud and up
column

Line of exist. concrete column

Line of concrete walk or
finish grade at planter boxes

Detail @ Bottom of Furred Columns
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Existing roof structure - verify conditions

Slip track - attach to bottom chord of
truss - do not penetrate roof sheathing

—— R-13 batt insulation

\ 5/8,, gyp bd eaCh Side Of

wall - paint to match existing
wall if exposed to view

—— 3 5/8" metal stud @ 16" o.c.

Cont. sealant

—— Storefront wall @ vestibule

Head Detail @ Vestibule Storefront - Typical

9

EXTERIOR

Brake metal trim @ new column - to match
alum. storefront

Saw cut and remove masonry at
arched openings
Remaining masonry stem wall below

~
1
i

Alum. storefront system

Shim

=
S
INTERIOR :O' o
VESTIBULE %
Brake metal trim over solid /,
blocking @ wall infil /

Existing storefront to remain

5 Jamb Detail @ Bldg. | - Corner Column

3"=1-0"

Brake metal cover @ column to match storefront

Steel column

/ Aluminum storefront system

41/2

H B\
I \J I

=
s

Jamb Detail @ Bldg. A Storefront

1/4" shim space

1 3"=1-0"
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41/2"

yd

/ Insulated metal panel
/ Aluminum storefront

41/2"

Line of existing concrete
walk below

@ Sill Detail @ Alum. Storefront

Existing CMU
Cont. sealant ea. side of frame
Shim space

Aluminum storefront system

1 /

EQ

e

rr

41/2"
4

N %
EQ

@ Jamb Detaill @ CMU Walll

New aluminum soffit - attach to

3Il - lI_OII 3" - 1!_0" 3Il - lI_OII
T Insulated glazing Stucco system on metal lath
| Aluminum storefront (2) layers Grade D bldg. paper
} y/ Existing sheathing - verify condition
\ \ Soldier course - match existing Existing framing - verify
\ \ where masonry is repaired Cont. sealant ea. side of frame
around new columns )
Shim space
Aluminum storefront system
| ‘ / ‘ﬁa_
| | :
AN
| | / Line of new column beyond | — :r'
| shown dashed
o
' Existing masonry stemwall - =
< / g y \

Existing roof structure -
verify conditions

New WF steel beam -
coordinate with
Structural Drawings

where damaged during remodel

I work

existing soffit framing

Cont. sealant each side

Head Detail @ New WF Beam

2x treated wood blocking

New alum. storefront

10

3"=1-0"

v

Z

Existing concrete wall
/ below - verify conditions

@ Sill Detail @ Masonry Stemwall
3"=1-0"

Existing inter|

ior finish - patch

and repair where disturbed by
new construction

@ Jamb Detail @ Stucco Wall
3"=1"-0"
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Existing ceiling - repair or replace

Existing walll

Cont. sealant ea. side of frame

Shim space

/ Aluminum storefront system
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21/2"
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3"=1"-0"

Existing masonry wall

Saw cut masonry where arched
openings removed

Cont. sealant and backer rod
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match alum. storefront - typ. each side of
column

Masonry stem wall below
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Door Door

Number Width Height Material Finish Hardware Comments
A-101 3-0" 7'-0" Alum. Dk. Bronze Anodized | Group 1
A-102 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 2 |Electric push plate operator
A-103 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 1
A-104 3-0" 7' -0" Alum. Dk. Bronze Anodized | Group 2 |Electric push plate operator
A-105 3-0" 7' -0" Alum. Dk. Bronze Anodized | Group 1
A-106 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 2 |Electric push plate operator
A-107 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 1
A-108 3'-0" 7 -0" Alum. Dk. Bronze Anodized | Group 2 |Electric push plate operator
C-101 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 3
C-102 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 3
D-101 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 3
D-102 3-0" 7 -0" Alum. Dk. Bronze Anodized | Group 4 |Electric push plate operator
D-103 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 3
D-104 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 4 |Electric push plate operator
E-101 3-0" 7' -0" Alum. Dk. Bronze Anodized | Group 4 |Electric push plate operator
E-102 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 4 |Electric push plate operator
[-101 6'-0" 7-0" Alum. Dk. Bronze Anodized Sliding door
[-102 6'-0" 7-0" Alum. Dk. Bronze Anodized Sliding door
L-101 3-0" 7 -0" Alum. Dk. Bronze Anodized | Group 4 |Electric push plate operator
L-102 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 4 |Electric push plate operator
M-101 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 4 |Electric push plate operator
M-102 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 4 |Electric push plate operator
P-101 3-0" 7-0" Existing Alum. Existing Group 1
P-102 3-0" 7-0" Existing Alum. Existing Group 2 | Electric push plate operator
P-103 3-0" 7-0" Alum. Dk. Bronze Anodized | Group 1
P-104 3-0" 7' -0" Alum. Dk. Bronze Anodized | Group 2 |Electric push plate operator

Glazing Schedule

Mark Glazing / Panel Types
A 1" insulated low-e glazing - grey tinted
B Tempered 1" insulated low-e glazing - grey tinted
C 1" insulated metal panel - dark bronze match storefront finish
D 1/4' tempered clear glazing
E 1/4" clear glazing
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#38 SCREWS EA. FLANGE TO TRACK

_— TYP. TOP & BOTTOM

7/16" 0.S.B. SHEATHING ATTACHED TO
PARAPET STEEL STUDS. FASTEN TO
STEEL STUDS W/ #10x1/2”

SELF—TAPPING SCREWS @ 6" 0.C.
ALONG 0.S.B. EDGES, AND 12” 0.C.
ALONG INTERMEDIATE MEMBERS. (NOT
SHOWN)

SEE ARCH. DWGS
FOR HEIGHT & FINISHES

(4) #10x3" LONG WOOD SCREW @ EA.
STUD, EQUALLY SPACED. MAINTAIN — |l
1-1/2" EDGE DISTANCE FROM TOP & i

BOTTOM OF WOOD BEAM.

|
- <
|

| NEW PARAPET STEEL 600S125-54

STUDS @ 16” 0.C. (6”x1—1/4"—16GA
W W/600T200-54 CONT. TRACKS TOP &
BOTTOM.

6005125-54 STEEL STUD BLKS. TYP.
BETWEEN STUDS

|

|

|

|

|

|

|

|

H 1n

| ‘L1§ MIN
b EXISTING GLU-LAM BEAM AT

: | CANOPES.

N

#8 600T200—54 BOOTOM TRACK
W/ SCREWS @ EA. STUD FLANGE

% 7 MIN

EXISTING FRAMING

PARAPET EXTENSION DETAIL

_

SCALE:3/4" = 1’—0”@

EXISTING FRAMING TO REMAIN.
ATTACH TO NAILER PLATE
WITH A35 AT EA. JOIST AND
BLOCKING IN BETWEEN.
NOTIFY ENGINEER IF
CONDITIONS ARE OTHER THAN
SHOWN.

AN

EXISTING WALL o
TO REMAIN
¥ WELDED END A
PLATE
3+ PLATE W/

(2) ¥ DIA. A325N
THRU BOLTS W/

#" FILLET WELD ALL—AROUND
TO TOP OF HSS

§" WELDED STIFFENER
PLATE EA. SIDE OF WEB

HSS 3.5x3.5x3 COLUMN

SCALE:3/4”

EXISTING WALL
TO REMAIN

BASE PL §” x4'x 6-%3" W/
(2) ¥ DIA. EPOXY BOLTS x 6"
EMBEDMENT INTO EXISTING
CONCRETE STEM WALL.

NOTIFY ENGINEER IF
CONDITIONS ARE DIFFERENT
FROM THOSE SHOWN.

1"—0"\S 3.1

(2
%

HSS 3.5x3.5x} COLUMN
WELD TO BASE PLATE W/

-~ % FILLET WELD ALL—AROUND

EXISTING CONCRETE
STEM WALL OR NEW
CONCRETE STEM WALL PER

DETAIL 8/S3.1

e

SCALE:3/4" =

1"—0"\S 3.1

(AN
%

BUILDING | NEW HEADER

W W W W
05‘\> (Ol} <,§> <,5'\>
ey ey ey ey
fffffffffffffffffffffff A A A &
: 5 S S o)
* <t <t <t <t
l S S S S
i p WIOx30  p-  WIUXSU p- WIOXSU
| o\ e — 1 e e e N VR
HIGH /Sil ) HIGH 7/821\ 7/8131\ HIGH /Sil\ HIGH
. S31/ _ —_— | - N2%
\/

(6N

SCALE:3/4”

EXISTING FRAMING TO REMAIN.
ATTACH TO NAILER PLATE
WITH A35 AT EA. JOIST AND
BLOCKING IN BETWEEN.
NOTIFY ENGINEER IF

CONDITIONS ARE OTHER THAN

3x6 NAILER PLATE W/ 8" DIA. CARRIAGE
BOLTS @ 32" 0.C. STAGGERED EA. SIDE OF

SHOWN. WEB
PROVIDE 1_1/2" SLOTTED HOLES AT EACH
/BOLT.

-—

£ WELDED STIFFENER
PLATE EA. SIDE OF WEB

' PLATE W/
(4) £ DIA. A325N
THRU BOLTS W/

% FILLET WELD ALL—AROUND
TO TOP OF HSS

BASE PL 1" x4"x 9-1" W/
(4) ¥ DIA. EPOXY BOLTS x 6"
EMBEDMENT INTO EXISTING
CONCRETE STEM WALL.

NOTIFY ENGINEER IF

CONDITIONS ARE DIFFERENT

FROM THOSE SHOWN.

-
I A4
< [ J
Il A
I 7
[
I@ @I
| | |
| |
| | - 47714772
1
| | 1/4” PLATE EACH SIDE OF WEB WITH (3)
| | 3/4” DIA. A325 THRU BOLTS.
| | |
| | HSS 3.5 1
5x3.5x3 COLUMN
1,01

SCALE:3/4" = 1'-0"

HSS 3.5

S 3.1

(3N
N

x3.5x3 COLUMN

WELD TO BASE PLATE W/
= FILLET WELD ALL—AROUND

e

EXISTING CONCRETE
STEM WALL OR NEW
CONCRETE STEM WALL PER

DETAIL 8/S3.1

SCALE:3/4” = 1'-0"

(5
%

S3.1

1 ’—O”@

SIMPSOP WEDGE-ALL ANCHORS 7"

4008125 - 33 STEEL STUDS AS
/ SHOWN ATTACH TO CONCRETE W/
DIA. x 2-2" LONG AT 6" O.C. ALONG

> Stucco base coat
» _j 7 Finish coat

LENGTH OF STUD. PROVIDE CONT.
TRACK @ TOP & BOTTOM OF
STUDS. USE #8 SELF-TAPPING
SCREWS FOR STUD TO TRACK
CONNECTION (1 EA. FLANGE)

/ 1/2" PLYWOOD SHEATHING

FASTEN TO STUDS W/ #10 X
12" SCREWS @ 6" O.C. (NOT
SHOWN)

18" x 18" existing concrete column

(2) layers asphalt paper

Metal lath

SCALE:3/4”

SEE ARCH.

(7
%

i! DWGS.

EXISTING EXTERIOR
SLAB ON GRADE\

S3.1T

NEW 8" CONCRETE STEM WALL
W/ #4 HORIZ. TOP AND BOTTOM,

& #4 VERT. EPOX
16" 0.C. W/ 8" M

Y DOWELS @
IN. EMBED INTO

EXISTING CONCRETE. USE SIMPSON
S.E.T. EPOXY. NOTIFY ENGINEER IF

CONDITIONS ARE OTHER THAN

SHOWN.

EXISTING SLAB ON

GRADE

i! VARIES

<
e aris

s

N
%@@5@6&%

EXISTING CONCRETE

STEM WALL.
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WIRING DEVICE STMBOLS LIGHTING S tate Of ta
TMBOLS ELECTRICAL SYMBOL SCHEDULE GENERAL NOTES ELECTRICAL SHEET INDEX artm dministrative Servi
STMBOL | DESCRIPTION MOUNTING REMARKS Dep ent of A strative Services
. LIGHT FIXTURE STMBOLS ARE GENERAL IN NATURE AND MAY BE SHOWN ON THE DRAWINGS IN VARIOUS SIZES AND =e) ELECTRICAL SYMBOL SCHEDULE
$ SINGLE-POLE TOGGLE SWITCH 148" SHAPES. REFER TO THE LIGHT FIXTURE SCHEDULE FOR SPECIFICATION INFORMATION. [.  MOUNT ALL OUTLETS, DEVICES, AND EQUIPMENT AT HEIGHTS INDICATED BELOW, UNLESS NOTED OTHERWISE ON THE EO.2 SCHEDULES & DETAILS
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SYMBOL | DESCRIPTION MOUNTING REMARKS DEFINED REQUIREMENTS. E3| POWER PLAN 4110 State Office Building
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$4 +48 =0 OR DETAILED COUNTER HAS A BACK SPLASH, MOUNT AT 4" ABOVE BACK SPLASH. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS ABBREVIATION SCHEDULE Phone: (801) 538-3018
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$p +48 O==O EAD LIGHT FIXTURE AND POLE | oR DETAILED 4. NOT ALL ELECTRICAL STMBOLS MAY BE USED. A ABOVE COUNTER IS0 | ISOLATED http://dfc tah
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: RAL STMBOLS ABOVE FINISHED FLOOR LFMC | LIQUID-TIGHT METAL CONDUIT . Deci
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© | GROUND FALLT GIRCUIT INTERRUPTER DUPLEX RECEPTACLE Hg" ONEEEN GND | GROUND CONDUCTOR uc | UNDERGROUND ENVl |0N
€= | GROUND FAULT CIRCUIT INTERRUPTER FOURPLEX RECEPTACLE +g" ARCHITECTURAL ROOM NUMBER ﬂgA Sgggéoggﬁgo %‘O' Wi O D OTHERHISE il uy
=2 EMERGENCY DUPLEX RECEPTACLE +g" g 16 ISOLATED GROUND WP tleTAHTHER PROOF 243'{53zgérﬁrnt:es[ﬁifffoo
& | EMERGENCT FOURPLEX REGEPTACLE 8" = RECESSED INDIRECT FLUORESCENT LIGHT FIXTURES = ) TP NUMBER ABBREVIATES EQUIPMENT NAVE OR Mo | INTERIEDIATE METAL CONDUIT XFR | TRANSFORMER BB 5521150 ph 01551000
@— - — | MULTI-OUTLET ASsEMBLY 4" ABOVE EQUIFMENT NAME / NUMBER TYPE; BOTTOM NUMBER INDICATES EQUIPMENT
BACKSPLASH NUMBER. REFER TO EQUIPMENT SCHEDULE. BUILDING NAME:
= POWER / TELEPHONE POLE FLOOR/CEILING L—— | WALL-MOUNTED LINEAR FLUORESCENT LIGHT FIXTURE (ADSR %'ZE&FL'EB SEVISION NUMBER USED TO DENOTE CHANGES EITHER ISSUED BY GENERAL PROJECT NOTES:
"D DROP NITH DUPLEX FECEPTA : /1N ADDENDUM OR DURING CONSTRUCTION AND TO . .
& ECEPTACLE B REFER TO DETAL i pp—— M OTE BECORD DRANNG ANaED . DIVISION 16000 CONTRACTOR IS RESPONSIBLE FOR READING AND APPLYING WHAT IS Bngham Clty Center
SUBSCRIPT IN PARENTHES'S INDIGATES NEA = LUORESCENT LINEAR WALL WASHER OR DETAILED IN THE SPECIFICATIONS TO THIS PROJECT. ANTTHING THAT IS NOT INCLUDED ON THE
N on o TS PROJECT THAT IS CALLED OUT IN THE SPECIFICATION SHALL BE LISTED ON THE Bngham Clty Utah
® e | STECIAL PURPOSE OUTLET +g" DRANINGS AND/OR EQUIPHENT SCHEDULES. RECESSED DOWN LIGHT AS SPECIFIED BREAKLINE USED TO BREAK DRANINGS e O O e, PF REQURED TO ’
i R e, OR DETAILED : REMED DEFICIENCIES. THERE WILL BE NO EXCEPTIONS.
PRIOR TO INSTALLATION,
CECESSED WALL-WASLER OR DIRECTIONAL DORNLIGHT ésR SDFEE&EES IF SHOWN, ARROW INDICATES 2, Tll-lE CONTRACTOR MAY SCHEDULE A PRE-CONSTRUCTION MEETING , AT THEIR
AIMING DIRECTION DISCRETION WITH THE ELECTRICAL ENGINEER AND REVIEW THE DRAWINGS AND
GEAR AND CONTROL STMBOLS 5 e ey m— BRANCH CIRCUITING STYMBOLS gfiggli??gg%NT:nggETlNe SHALL BE A MAXIMUM OF ONE HOUR AND SHALL TAKE
; GINEER'S OFFICE.
SYMBOL | DESCRIPTION MOUNTING REMARKS OR DETAILED STMBOL | DESCRIPTION REMARKS )
$r | MANUAL STARTER WITH THERMAL OVERLOAD(S) AT EQUIPMENT ') WALL-MOUNTED LIGHT FIXTURE AS SPECIFIED | REFER TO ARCHITECTURAL EXTERIOR ARROWS: NUMBER OF ARROWS INDICATES oAt e e o ot RELRECIAT AL ITEre A THE GonTRAC
O~ | ELECTRIC MOTOR OR DETAILED | ELEVATIONS FOR MOUNTING HEIGHT = | | CIRCUIT, 2 WIRE BRANCH CIRCUIT HOME RUN TO PANEL NUMBER OF CIRCUITS REQUIRED. & RESPONSIBLE FOR HEETING ALL REQURDENTS OF THE SPECRCATIOG: 1
AS SPECIFIED IF SHOWN, ARROW INDICATES '
B . TRACK OR MONO- ' :
[P | NON-FUSED DISCONNECT SWITCH 60 D O-POINT LIGHT FIXTURE OR DETAILED AMING DIRECTION N IR v, Ty ANy A INSULATED THROAT CONNECTORS OR PLASTIC BUSHINGS SHALL BE UTILIZED
FUSED DISCONNECT SWITCH +60" 5 AL Sconce 7S SPECIFED —|H—» 2 CIRCUIT, 3 WIRE BRANCH CIRCUIT HOME RUN TO PANEL TRAVELER, AND/OR SWITGHED FOR ALL CONDUIT SIZES USED ON THIS PROJECT.
g CIRCUT BREAKER AND ENCLOSURE 60" OR DETAILED O CTORS REUIRED IF GREATER THAN| B. A *O AWG NEUTRAL CONDUCTOR WILL BE PROVIDED FOR ALL FLUORESCENT
%] MAGNETIC STARTER +60" THIS IS AN EXAMPLE OF AN EGRESS ' ~ LIGHTING GIRCUITS.
- FLUORESCENT EGRESS LIGHT FIXTURE AS SPECIFIED || - F I TURE. EGRESS LIGHT FIXTURES LONG CROSS LINES: NUMBER OF LONG PROJECT TITLE:
(4 COMBINATION MAGNETIC STARTER / NON-FUSED DISCONNECT +60 E OR DETAILED ARE HALF-SHADED DIAGONALLY . —HH-—» 3 CIRCUIT, 4 WIRE BRANCH CIRCUIT HOME RUN TO PANEL CROSS LINES INDICATES NUMBER OF C.  THE CONTRACTOR IS RESPONSIBLE FOR UPSIZING CONDUCTORS FOR VOLTAGE
o COMBINATION MAGNETIC STARTER / FUSED DISCONNECT oo NEUTRAL CONDUCTORS REQUIRED FOR DROP PER THE NEC REGARDLESS OF WHETHER IT IS SHOWN ON THE PLANS OR . .
26 SPECIFIED [THIS IN AN EXAMPLE OF AN MULTI-WIRE HOME RUNS. NOT Brigham City Center Facade
X' | corB. MAGNETIC STARTER / MOTOR CIRCUIT PROTECTOR (HMGP) +60" [ | FLuoRESCENT EMERGENCY (NON-EGRESS) LIGHT FIXTURE | (2 peralLpp [ETERGENCY (NON-EGRESS) LIGHT FIXTURE ' ty
COMB. VARIABLE FREQUENCY DRIVE / MOTOR CIRGUIT PROTECTOR (ricp) | LOOR IR FELL o FIERGNCT POAURES ARE FULL TOHADED. CROID CNDICTORS: EAPHENT D o g o ALL FLECTRICAL EQUTENT ASIT 15 CALLED Remodel
RVS FLOOR OR WALL TOP AT 12" IF 2 - e e s T CHES, Divions, b CUITING BETHEEN FIXTURES CONDUGTORD ARE NGT SHoTN, 2 e
REDUCED VOLTAGE STARTER jrpteiaas WAL MOUNTED ® | WALL-HOUNTED EXIT SIGN WALL ABOVE | DARKENED PORTION OF SIGN INDICATES PEVICES FTE REQUIRED AS NOTED ON THE DRANINGS OR £ THE CONTRACTOR ShALL PROVIDE SEISHIC SUPPORT AMD BRACING FOR ALL
— Ty e e iyisev E/f.sgé?@ﬁow INDICATE CHEVRON e oD & ELECTRICAL EQUIPMENT AS REQUIRED BT LOCAL AND NATIONAL CODE.
-— LOAD CENTER (FLUSH-MOUNTED) TOP AT +12" 4" X 3'D @ WALL-MOUNTED EXIT SIGN W/ EMERGENCY LIGHT FIXTURE NA%OAO%OVE ——o | BRANCH CIRCUITING (UN.0) TURNED UP OR TOWARDS OBSERVER “ B;iﬁﬁmm g g OR SHALL FOLLOW THE PANELBOARD SCHEDULES 9 NDIGATED IN THE
N : 65. EACH CIRCUIT BREAKER HAS BEEN ASSIGNED A SPECIFIC AREA OF THE
- n | 11
LIGHTING AND APPLIANCE PANELBOARD (SURFACE-MOUNTED) TOP AT +12 20'W X 6"D BUILDING. NO DEVIATION WILL BE ALLOWED WITHOUT THE APPROVAL FROM THE
— LIGHTING AND APPLIANCE PANELBOARD (FLUSH-MOUNTED) TOP AT +12" 20"W X 6'D T chock - iﬁﬂcﬁagrlf gggglgvgglm THRNED DOr oR FLECTRICAL ENGINEER:
: CTOR SHALL INSTALL PROPER WIRE SIZE AS CALLED OUT ON THE
1 | POWER DISTRIBUTION PANELBOARD AL GENERAL IN NATURE AND —— | BRANCH CIRCUITING (UN.O) CONTINUATION PANELBOARD SCHEDULES. HOWEVER, THE CONTRACTOR IS RESPONSIBLE TO ENSURE MARK DATE DESCRIPTION
O 2 A I ® ELECTRIC PHOTOCELL N/A MOUNT ON ROOF FACING NORTH SKY — 3 | CONDUIT STUB-IN CAP AND MARK 1B IRE 19 LARCE ENCUGH FOR VOLTAGE DRAP
, AN PANELBOARD oR 6. THE CONTRACTOR SHALL VERIFY ALL MECHANICAL OVERPROTECTION DEVICES FOR
0 | surcrsono fLooR T A LIGHT FIXTURE CALLOUT (LETTER DENOTES FIXTURE TYPE) — < | INcoMING SERVICE THE ACTUAL MECHANICAL EQUIPMENT SUPPLIED ON THE JOB, PRIOR TO RELEASE OF
NAVE IS INDICATED IN__ ANT ELECTRICAL DISTRIBUTION EQUIPMENT. CONTACT THE ELECTRICAL ENGINEER
SEMI-QUOTES (IE. '1.2A, MDP!) MOUNT AS NOTED. WITH ANY DISCREPANCIES
= ——— p——— ACCESS CONTROL STMBOLS Q JUNCTION BOX SUBSCRIPT 'F' INDICATES TO PROVIDE A '
— FLOOR BOX WITH BLANK COVERPLATE 7. THE CONTRACTOR SHALL VISIT THE SITE BEFORE SUBMITTING THE BID, AND SHALL
FURNISH SHITCH U255 OL | DESCRIPTION MOUNTING REMARKS E;A:lmi Aét PHYSICAL CONDITIONS WHICH MAY BE MATERIAL TO THE PERFORMANGE
] ) " — — S WORK. NO EXTRA PATMENTS WILL BE ALLOWED TO THE CONTRACTOR AS A
H OPEN - STOP - CLOSE SWITCH 60 (PIVEION. ITALL A REQUEST-TO-EXIT MOTION DETECTOR CEILING RESULT OF EXTRA WORK MADE NECESSARY BY HIS FAILURE TO DO SO. ANY CASE OF
CONNECT COMPLETE, REFER & ELECTROMAGNETIC DOOR STRIKE — DISCREPANCY OR LACK OF CLARITY SHALL BE PROMPTLY IDENTIFIED TO THE
D oPre OWNER'S REPRESENTATIVE AND THE ENGINEER FOR CLARIFICATION. i .
o Ui B Do © | MAGNETIC DOOR CONTACT SHiTcH DOOR ISSUETYPE:  Preliminary
® C THERMOSTAT 60" IDED BY DI P — — 8. z;EECONTRACTOR SHALL MAKE SURE THAT ALL BRANCH CIRCUITS THAT ARE
. CTED BY THIS PROJECT ARE NOT OVERLOADED. PROVIDE ADDITIONAL BRANCH .
HAND - OFF - AUTO SWITCH 60" . ErPAD o CIRCUITS FROM ELECTRICAL PANELS AS NECESSARY TO COMPLY WITH THE BRANCH ISSUE DATE: February 12, 2007
S — CIRCUIT LOADING REQUIREMENTS. PROVIDE ALL MATERIAL AND LABOR AS
o p——" RO CARD READER / KEvPAD o NECESSARY FOR A COMPETE AND OPERATING SYSTEM. DFCMPROJECTNO 0604T310
K MAGNETIC ST : :
RIP CARD READER / KETPAD +48 9. PROVIDE UPDATED, TTPED PANELBOARD SCHEDULE(S) TO REFLECT ALL THE CHANGES [ xp X
PROXIMITY CARD READER +48" MADE INCLUDING EXISTING LOADS. THE EXISTING LOADS SHALL BE NAMED THE SAME CHITECT'S PROJECT NO:
AGNETIC STRIP CARD READER e AS LISTED ON THE EXISTING PANELBOARD SCHEDULE. CAD DWG FILE:
DRAWN BY: JB
CHK'D BY: FR
COPYRIGHT: STATE OF UTAH
EO [ ] 1




conpurr LIGHT FIXTURE SCHEDULE State of Utah
P 4-SQUARE BOX TYPE MANUFACTURER SERIES DESCRIPTION LOAD (VA MOUNTING LAMPS REMARKS Department of Administrative Services
VOLTAGE NUMBER TYPE WATTS | COLOR (KELVIN) | CRI
~_ ACCESSIBLE DF OPEN REFLECTOR TWIN COMPACT FLUORSECENT DOWNLIGHT 20 36 RECESSED 2 TRIPLE TUBE COMPACT FLUORESCENT B 3500 82
WIREMOLD J-BOX CEILING SPACE PRESCOLITE CFTD8 APPERATURE: 8" VERTICAL ORIENTATION . -
REFLECTOR TYPE: SPECULAR CLEAR ALZAK Division of Facilities
S CEILING REFLECTOR FINISH: AMERICAN MATTE Construction & Management
e ERoICT BATTERT PACK D 4110 State Offce Buiding
OPTION: BAR HANGERS FOR CEILING JOIST MOUNTING lS);lt Lakesgityggtailoﬁ‘;l 14
WIREMOLD RACEWAY - one: (801) 538-
DM 8" VERTICAL REGRESSED LENSED DOWNLIGHT 20 100 RECESSED METAL HALIDE 70 3200 10 Fax: (801) 538-3267
PRESCOLITE RHDBO2 REFLECTOR COLOR: CLEAR ALZAK COATED FOR REDUCED GLARE
REFLECTOR FINISH: AMERICAN MATTE UNIVERSAL LAMP POSITION .
PRISMATIC LENS PROTECTED http://dfcm.utah.gov
ROUTE CONDUIT THROUGH
FASONBT WALL DAMP LOCATION RATED :
OPTION: BAR HANGERS FOR CEILING JOIST MOUNTING CREATED BY: Design Interface LLC
) =X DECORATIVE EMERGENGY LIGHT 20 40 SOFFIT 2 "R-16 20 3000 100
SURFACE WIREOLD J-BOX | [/ fE'fEALTLHlEB%fOROOF JUNCTION BOX FIXTURE UL LISTED FOR WET LOCATIONS WIDE FLOOD o /\f j
WINONA ASI PRISMATIC LENS N |
-~ BATTERY PACK SHORT FLUSH CAP QY DESIGN INTERFACE LLC
DUAL LlTE LM COLOR SELECTED BT ARCI_”TECT \F/// ARCHITECTURE | SUSTAINABLE DESIGN | COMMERCIAL & RESIDENTIAL
CANOPY DIE CAST CANOPY WITH 2 MOUNTING HOLES SCBA
WINONA oNB 2V REMOTE BATTERY PACK 925 SOUTH 2ND WEST, BUTE 2
UTAH 84101
WF] ARCHITECTURAL FLOOD LIGHT 20 00 STANCHION METAL HALIDE 70 3200 10
KIM AFL UL LISTED FOR WET LOCATIONS COATED FOR REDUCED GLARE 0801.533.0100 | F 801.533.0101
FLOOD OPTICS: MEDIUM UNIVERSAL LAMP POSITION
PROTECTED CONSULTANT: ENVISION ENGINEERING
WG SQUARE METAL HALIDE WALL SCONCE 20 100 WALL METAL HALIDE 70 3200 0
KIM WFS53 FINISH / COLOR: SCBA COATED FOR REDUCED GLARE (S
UNIVERSAL LAMP POSITION D B
PROTECTED -
WHITTON
ENVISION
SURFACE RACEWATY ROUTING DETAIL T
4 REACE LIGHTING AND APPLIANCE PANELBOARD SCHEDULE v e
801.534.1130 ph 801.534.1080 fax
CIRCUIT BREAKERS: [X|BOLT ON MARKED AS:
PANEL NAME: H TYPE: GE NHB || PLUG ON 271 /480  VOLTAGE 3 PH 4 W BUILDING NAME:
5 (EXISTING) IN USE AS: 1207208 V -
X| ENGRAVED NAME TAGS BUS MATERIAL: [ | ALUM BUS GROUND:[ | GROUND BUS NEUTRAL:[ ] I00% Luss:[ MAIN MAIN BREAKER: [ | ArPs
EXISTING MAST X H H — : :
HOUNTED POt oet L \ EXTENSION ARM BT ELECTRICAL CU BUS ISOL GND BUS 200% igg-ii?eoueu o e o Bngham Clty Center
EXTEND CIRCUITING TO P CONTRACTOR. PROVIDE I-I/4" IMC TO — Brigham City Utah
NEW LIGHTING 73 MATCH OTHER EXISTING ON THIS BLDG. BLOCKING AS REQUIRED ’
CONTROLS. FOR SUPPORT BRANCH BREAKERS
WRE | CIR. LEFT PHASE LOAD RIGHT PHASE LOAD CRR. | AP WIRE
PROVIDE COLLAR NOTES ITEM AP | POLE | SIZE | No. A B c A B c NO. POLE | SIZE ITEM NOTES
FITTING TO FASTEN TO EXISTING LOAD 20 | | 2 20 | EXISTING LOAD
L N EXTENSION AR =1 JUNCTION BOX EXISTING LOAD 20 \ 3 4 20 \ EXISTING LOAD
NETTA SR 9 ASTRONOMIC TIME SWITCH FIXTURE TYPE 'WFI' T = ‘ > o = ‘ T
- EXISTING LOAD 40 3 7 3000 8 50 3 6 PANEL H2' 8
ENCLOSURE \ - 20V SOURCE ——— == (TORK. #184TAZL OR - - - 3 5800 0 ~ - - — -
/ APPROVED EQUIVALENT) 40" - - - 1 500 B . . . - -
—~ I = PARAPET 0 0 0 3000 | 2800 | 50O
— TN ) FRONT: [X]| STANDARD 3000 | 2800 | 50O _|TOTAL
| CONTACTOR (SQUARE D HINGED [ ) 5 |AMPS / PHASE
CLASS 8903 TTPE LG DOOR-IN-DOOR
o SERIES OR APPROVED
R EQUIVALENT) SIGN —————==— PROIJECT TITLE:
Tl RI ROOF MOUNTING: [ | FLUSH TVSS: [X|NONE NEMA RATING: [ |NEMA | TOTAL CONNECTED LOAD: 1300
——AF— SURFACE CATEGORY "C" NEMA 3R . .
MANUAL ——| ol : | |SURFACE W/ SKIRT ABOVE CATEGORY 'B" | [NEMA 4x SHORT CIRCUIT RATING:| | SERIES - RATED Brlgham Clty Center Facade
OVERRIDE T | | SURFACE W/ SKIRT BELOW CATEGORY "A" | [NEMA 12 FULLY - RATED R d l
TOGGLE SWITCH || STAINLESS STEEL €modac
AMPS RMS STM
@ REFER TO ONE-LINE DIAGRAM FOR FEEDER , CONDUIT AND CONDUCTOR SIZES
Sl
2 >—Ab—=
| LIGHTING AND APPLIANCE PANELBOARD SCHEDULE
3 >—F—
4 >—l— CIRCUIT BREAKERS: [X|BOLT ON
5 S | | MECHANICALLY HELD PANEL NAME: H2 TYPE: NQOD | PLUG ON 20 / 208 VOLTAGE 3 PH 4 W MARK DATE DESCRIPTION
| “ 30A-IP LIGHTING
6 >—|F—— CONTACTORS (GE CRAGO ENGRAVED NAME TAGS BUS MATERIAL: [ | ALUM BUS GROUND: [X] GROUND BUS NEUTRAL:[X] I00% Lues: [X]MAIN MAIN BREAKER:[ ] AMPS
1T >—I— SERIES OR APPROVED | LIGHT FIXTURE MOUNTING DETAIL Cu BUS | |1s0L GND BUS | |200% SUB-FEED
| EQUIVALENT) SCALE: NONE FEED-THROUGH BUS AMPS: 100
5 > — ~ 100
42 | " BRANCH BREAKERS
o >—I—— WRE | CIR. LEFT PHASE LOAD RIGHT PHASE LOAD CRR. | AP WIRE
> NOTES ITEM AMP | POLE | SIZE | No. A B c A B C NO. POLE | sIZE ITEM NOTES
| EXTERIOR LIGHTS 20 | 2 | 600 800 2 20 | 2 EXTERIOR LIGHTS
2 >— | — EXTERIOR LIGHTS 20 | 2 3 800 800 4 20 | 2 EXTERIOR LIGHTS
EXTERIOR LIGHTS 20 | 2 5 100 800 6 20 | 2 EXTERIOR LIGHTS ISSUETYPE: Preliminary
EXTERIOR LIGHTS 20 | 2 1 800 800 8 20 | 2 EXTERIOR LIGHTS
EXTERIOR LIGHTS 20 | 2 q 100 500 o 20 | 2 EXTERIOR LIGHTS
SPARE 20 || i 2 | 20 | | SPARE ISSUEDATE:  February 12, 2007
COHTOCTOIA SCh@dU‘@ SPARE 20 | 3 4 20 | SPARE
REMOVE EXISTING LIGHTING CONTACTOR ¢ SPARE 20 ' 5 6 20 ' SPARE
TIME CLOCK PROVIDE FILLER PLATE TO SPARE 20 |1 I e | 20 | | SPARE DFCMPROJECTNO: 06047310
| Ho-| BUILDING A EXTERIOR LIGHTS COVER EXPOSED OPENING. SPACE 4 20 SPACE ARCHITECT'S PROJECT NO:
SPACE 21 22 SPACE
2 H2-2 BUILDING A EXTERIOR LIGHTS SPACE >3 52 SPACE CAD DWG FILE:
1400 500 100 1600 1300 800 DRAWN BY: 1B
3 H2-3 BUILDING € EXTERIOR LIGHTS FRONT: [X] STANDARD 3000 | 2800 | B0O |TOTAL -
PANEL CHK'D BY: FR
4 BUILDING DE EXTERIOR LIGHTS n HINGED 2 2 B JAMPS /PHASE
Ho-4 ' DOOR-IN-DOOR COPYRIGHT:  STATE OF UTAH
5 - BUILDING | EXTERIOR LIGHTS \—‘
H2-5 MOUNTING: [ | FLUSH TVSS: [X|NONE NEMA RATING: [ |NEMA | TOTAL CONNECTED LOAD: 1300 SHEET TITLE
6 H2-6 BUILDING L EXTERIOR LIGHTS \ SURFACE CATEGORY "C" NEMA 3R
D g/iéc- | SURFACE W/ SKIRT ABOVE CATEGORY 'B" [ NEMA 4x SHORT CIRCUIT RATING:[ | SERIES - RATED
SURFACE W/ SKIRT BELOW CATEGORY "A" NEMA 12 X|FULLY - RATED
1 H2-1 BUILDING M EXTERIOR LIGHTS lT :ENGES' | STAINLESS . X S CH EDU LES & DET AI LS
8 -8 BUILDING P EXTERIOR LIGHTS U 10000 AMPS RMS STM
] REFER TO ONE-LINE DIAGRAM FOR FEEDER , CONDUIT AND CONDUCTOR SIZES
g 1o BUILDING P EXTERIOR LIGHTS
PANEL
o H2-10 BUILDING P EXTERIOR LIGHTS o'
I oI EXTEND EXISTING LIGHTING CIRCUITS, | PANELBOARD SCHEDULE NOTES: SHEET NUMBER
WHICH WERE DISCONNECTED FROM |. PROVIDE CLASS A GROUND FAULT INTERRUPTER TYPE CIRCUIT BREAKER.
D o-12 REMOVED CONTACTORS, TO NEW 2. PROVIDE ARC FAULT CIRCUIT INTERRUPTER TYPE CIRCUIT BREAKER.
3 LIGHTING CONTAGTORS,. 3. PROVIDE 30 MILLIAMPERE EQUIPMENT GROUND FAULT PROTECTOR TYPE GIRCUIT BREAKER.
4. PROVIDE SHUNT-TRIP TYPE CIRCUIT BREAKER WITH 120V COIL.
5. PROVIDE HACR RATED CIRCUIT BREAKER. .
6. PROVIDE HANDLE CLAMP FOR HOLDING CIRCUIT BREAKER IN THE "ON" OR "OFF" POSITION.
1. PROVIDE SWITCHING RATED CIRCUIT BREAKER.
9 LIGHTING CONTACTOR CONTROL DIAGRAM 3 PARTIAL ONE-| INE DIAGRAM 8. PROVIDE NEW CIRCUIT BREAKER IN EXISTING PANELBOARD (WHERE PANEL IS INDICATED AS EXISTING) OF SAME MANUFACTURER AND AlC. RATING AS EXISTING,
SCALE: NONE SCALE: NONE 4. EXISTING LOAD.
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GENERAL NOTES:

COORDINATE CONSTRUCTION SCHEDULE AND INSTALLATION,
INCLUDING ROUTING OF CONDUITS, WITH THE OWNER PRIOR
TO WORK. CONTACT PERSON: DOUG SCHUMMER, DFCM
FACILITIES MANAGER, TEL: 435-130-2045.

KEYED NOTES:

@ LOCATION OF EXISTING PANELS, METERS AND OTHER

ELECTRICAL EQUIPMENT WHICH SHALL REMAIN UNCHANGED
UNLESS OTHERWISE SPECIFIED.

@ EXISTING HOUSE PANEL 'H' WITH LIGHTING CONTACTORS.

DISCONNECT AND REMOVE EXISTING LIGHTING CONTACTORS
AND TIME CLOCK. REFER TO LIGHTING CONTACTOR
DIAGRAM AND INDIVIDUAL ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION AND REQUIREMENTS. PROVIDE
FILLER PLATE TO COVER EXPOSED PANEL INTERIOR.

(3) REFER TO PANELBOARD SGHEDULE WITH INFORMATION

REGARDING ADDED BREAKERS.
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BUILDING P
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NEW PANEL 'H2'

Overall Site Plan

BUILDING |
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State of Utah
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Construction & Management

D 4110 State Office Building
Salt Lake City, Utah 84114

Phone: (801) 538-3018

Fax: (801) 538-3267

http://dfcm.utah.gov

CREATED BY: Design Interface LLC

925 SOUTH 2ND WEST, SUITE B
SALT LAKE CITY
UTAH 84101

0801.533.0100 | F 801.533.0101

CONSULTANT: ENVISION ENGINEERING

3
EAVISION

ENGINEERING

Direction. Then Velocity.
244 West 300 North, Suite 100
Salt Lake City, Utah 84103
801.534.1130 ph’ 801.534.1080 fax

BUILDING NAME:
Brigham City Center
Brigham City, Utah
PROJECT TITLE:
Brigham City Center Facade
Remodel
MARK DATE DESCRIPTION
ISSUE TYPE: Preliminary
ISSUE DATE:  February 12, 2007
DFCMPROJECTNO: 06047310
ARCHITECTS PROJECT NO:
CAD DWG FILE:;
DRAWNBY: _ JB
CHKDBY: R
COPYRIGHT:  STATE OF UTAH
SHEET TITLE
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SHEET NUMBER
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State of Utah

Department of Administrative Services

Division of Facilities

Construction & Management

[D 4110 State Office Building
Salt Lake City, Utah 84114

Phone; (801) 538-3018

Fax: (801) 538-3267

http://dfcm.utah.gov

CREATED BY: Design Interface LLC

L* =

\\;\\\,//\E/M DESIGN INTERFACE LLC

“ ARCHITECTURE | SUSTAINABLE DESIGN | COMMERCIAL & RESIDENTIAL
V

BUILDING A 925 SOUTH 2ND WEST, SUITE B
A TAR B0
Q Electrical Demolition Plan - Bldg. A 0801533010 | F 8015330101
1 /8" 0" CONSULTANT: ENVISION ENGINEERING
TYP. ( Z
’—‘ ’—‘ DAVID P.
ENVISION
No.264397
E N GINEERING
E=— N I I Direction. Then Velocity. Velocity.
[ ] [ ] [ ] L - Q}/@mo. Y [ ] 234 st 300 N, e 100
‘ 7] |7\ 7 801.534.1130ph 801.534.1080 fax
3 [\ > (N4
!@WR !@TTP. g3 23 BUILDING NAME:
7 & a F -
| = b - - | H Brigham City Center
— ) . ) Brigham Cig Utah
: Efffﬁffff%fffﬁffffﬁffffﬁffffﬁffffﬁffff%ﬁfffﬁffff [Eﬁfﬁr/]wfﬁfﬁfﬁ]%‘\FﬂFﬂFﬂ F%ffj?:::::::fﬁZEH—'DE[:::::EEf::fiF:::::ZEE:::: 1 =
BUILDING C BUILDING D BUILDING E BUILDING |

Q Electrlcal Demolition Plan - Bldg. C,D,E,|

" "
1 / 8 0 KEYED NOTES: PROJECT TITLE:
NORTH
) 4 TTP. @ DISCONNECT AND REMOVE EXISTING LIGHT FIXTURES OR DEVICES AND ALL Bngham Clty Center Facade
I ASSOCIATED CONDUIT AND WIRING INTERFERING WITH NEW CONSTRUCTION. REFER Remodel
B B B B L TO LIGHTING AND POWER PLANS FOR MORE INFORMATION.
| (2) EXISTING LIGHT FIXTURE TO REMAIN. REFER TO LIGHTING PLAN.
& L]
[
[®TYP. ’_[@TTP.
] 73 73 73 7 7N 7N 7
L4 &4 L4 L4 L4 B bd GENERAL DEMOLITION NOTES:
o /&\ . UNLESS SPECIFICALLY NOTED OTHERWISE, REMOVE ALL ELECTRICAL ITEMS MARK DATE DESCRIPTION
- /——JE—— I R2 N SHOWN IN DARK. ¢ DASHED LINES. LIGHT ¢ SOLID LINES ARE TO REMAIN.
T S T A e A S S A S A S A S S A S S A S e A S E e S m A = m = s DEMOLITION ITEMS ARE SHOWN TO GIVE A BASIC DESCRIPTION OF THE EXTENT
= OF DEMOLITION WORK, BUT MAY NOT BE INCLUSIVE. PROVIDE DEMOLITION
/H WORK. IN ACCORDANCE WITH THE FOLLOWING REQUIREMENTS:
A. DISCONNECT AND REMOVE ANT/ALL FIXTURES, DEVICES, EQUIPMENT,
Electncal Dem0||t|0n Plan Bld L M ETC. REQUIRED FOR PROPER COMPLETION OF THE WORK WHETHER
Q g. SHOWN OR NOT.
" "
1 / 8 0 B. RELOCATE, REWIRE, AND/OR RECONNECT ANT/ALL FIXTURES,
NORTH DEVICES, EQUIPMENT, ETC. THAT FOR ANY REASON OBSTRUCTS TYPE: liminary
CONSTRUCTION. ISSUE E: Pre
¢. LEAVE ALL EXITING FIXTURES, DEVICES, EQUIFMENT, ETC. N ISSUE DATE:  February 12, 2007
—~ . PORTIONS OF THE BUILDING NOT BEING REMODELED, IN WORKING
e — 1) CONDITION. RESTORE ALL INTERRUPTED BRANCH CIRCUITS,
4 e ! s FEEDERSETC. DFCM PROJECT NO: 06047310
rs r3 & 7 ARCHITECT'S PROJECT NO:
D. REMOVE AND DISPOSE OF ALL RACEWATS, CONDUCTORS, BOXES, CAD DWG FILE:
r3 - -9 - - £y DEVICES, EQUIPMENT, ETC. THAT ARE NOT TO BE REUSED. .
b4 L rd L4 TERMINATE AT ACCESSABLE JUNCTION BOX BY PROVIDING PROPER DRAWN BY: JB
KNOCK-OUT CLOSURE, TAPE CONDUCTORS, LABEL AS "SPARE" WITH CHK'D BY: FR
CIRCUIT NO,, ZONE NO, OR OTHER CHARACTERISTIC IDENTIFTING
SOURCE. COPYRIGHT: STATE OF UTAH
E. EXISTING RACEWAYS MAY BE REUSED, IF IN PLACE, WHERE SHEET TITLE

POSSIBLE, AND WHERE IN COMPLIANCE WITH THE SPECIFICATIONS
AND THE INTENT OF THE CONTRACT DOCUMENTS. UPGRADE AND OR

i PROVIDE NEW CONDUIT SUPPORTS WHERE NECESSARY FOR ALL C C
H RACEWAYS BEING REUSED. INSURE INTEGRITY OF EXISTING ELE TRI AL

m RACEWAYS BEFORE REUSE. D E M OL ITI ON PLAN

] F. CONCEAL ALL RACEWAY AND WIRING IN EXISTING WALLS, CEILINGS,
BUILDING P FLOORS, ETC. THE USE OF WIREMOLD 1S PERMITTED ONLY WHERE
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SPECIFICALLY NOTED ON DRAWING. SHEET NUMBER

TP, G. DO NOT PENETRATE STRUCTURAL ELEMENTS OF FLOORS, WALLS,
@'\\{ CEILINGS, ROOFS, ETC.
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H. COORDINATE WITH OWNER WHAT EQUIPMENT SHOULD BE DISPOSED OF E 1 . 1
AND WHAT EQUIPMENT IS TO BE RETURNED TO OWNER.

Q EIeCtrIcaI DemOIItlon Plan Bldg P |, COMPLETELY REMOVE ALL TELEPHONE OR DATA CABLES WHICH ARE TO BE
1 / 8" 0" REMOVED BACK TO SOURCE OR AS DIRECTED BY OWNER.
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(1)) EXTEND 3/4'C. WITH 3 #0 AND | #12 GND. TO PANEL W' AT
X REAR OF BUILDING. REFER TO OVERALL SITE PLAN FOR
PANEL LOCATION. ROUTE GIRCUITING VIA LIGHTING

CONTACTOR DIAGRAM.

Q nghtlng Plan Bldg L M CONTACTOR IN THIS PANEL. REFER TO LIGHTING

(- n
1 / 8 0 @ SPACE FLOOD LIGHTS FOR EXTERIOR FACADE 15 FEET ON
NORTH CENTER. REFER TO DETAIL FOR MOUNTING REQUIREMENTS. . .
&, G D GFD (D (D) ISSUETYPE:  Preliminary
] |:f ] ] ] @ EXISTING LIGHT FIXTURES INDICATED IN GREY SHALL

REMAIN. INTERCEPT EXISTING LIGHTING cIrcUIT AND ROUTE | [SSUE DATE: February 12, 2007

TO PANEL H2-2. EXTEND CONDUIT AND EXISTING
CIRCUITING FROM PRESENT PANEL LOCATION TO PANEL H2'.

FOR BIDDING PURPOSES ASSUME 10O FEET OF EXTENSION. DFCM PROJECT NO: 06047310
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@ CONNECT NEW FIXTURE TO EXISTING LIGHTING CIRCUIT IN ARCHITECT'S PROJECT NO:
THIS AREA. EXTEND 3/4"C. WITH 2 #12 AND | # 12 GND. CAD DWG FILE:

7\
AN

DRAWN BY: JB

! @ PROVIDE BATTERY PACK FOR FIXTURE 'EMI' IN TEMPERED CHK'D BY: FR

ACCESSIBLE CEILING SPACE. CONFIRM LEAD LENGTHS AND
\' '/ WIRE SIZES ARE IN ACCORDANCE TO MANUFACTURER'S COPYRIGHT: STATE OF UTAH

RECOMMENDED INSTALLATION.

H2-8 H2-4 SHEET TITLE

@ INSTALL FIXTURE IN SOFFIT CEILING NEAR DOOR.

@ WIRE LIGHT FIXTURE FOR CONTINUOUS OPERATION. LlGHT'NG PLAN

GENERAL NOTES:

- BUILDING P
\/ [.  MOUNT TYPE WSI FIXTURES AT 1'-O" AFF. IT IS ASSUMED THE SHEET NUMBER

MASONRY WALL CAN BE DRILLED THROUGH TO ROUTE

CONDUITS ON INTERIOR WALL USING PLUGMOLD RACEWAT.
B L CONFIRM CONDUIT ROUTING WITH THE OWNER

R REPRESENTATIVE PRIOR TO WORK. E 2 1
™ )

. FOR FIXTURE 'WFI' REFER TO DETAIL I/EO.2 FOR MOUNTING
dg P REQUIREMENTS ON PARAPET WALL.
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BUILDING P

@ Power Plan - Bidg. P

KEYED NOTES:

@ PROVIDE SURFACE JUNCTION BOX FOR DOOR OPERATOR. EXTEND CONDUIT AND

CONDUCTORS (AS REQUIRED BY DOOR OPERATOR MANUFACTURER) TO JUNCTION BOX
ABOVE DOOR.

@ PROVIDE JUNCTION BOX FOR ACCESS CONTROL DEVICE. ROUTE CONDUIT AND

CONDUCTORS TO ACCESSIBLE CEILING SPACE. CONTINUE WIRING TO ACCESS CONTROL
PANEL. ASSUME A RUN LENGTH OF 200 FEET.

@ JUNCTION BOX FOR SINGLE DOOR OPERATOR. CONFIRM ROUGH-IN REQUIREMENTS AND

ELECTRICAL REQUIREMENTS WITH THE SUPPLIER PRIOR TO WORK.

@ PROVIDE DOOR OPERATOR 120 VAC POWER BT EXTENDING 3/4" CONDUIT AND 2 #[2

AND | #12 GND TO BRANCH PANEL CORRESPONDING TO THIS SPACE. PROVIDE 20A-IP
BREAKER OF SAME MANUFACTURER AND AIC RATING AS PANEL. ASSUME A RUN LENGTH
OF |00 FEET.

@ INSTALL RACEWAY BY DRILLING THROUGH MASONRTY WALL AND CONTINUING VIA

SURFACE PLUGMOLD RACEWAY TO ACCESSIBLE CEILING SPACE.

@ PROVIDE WIREMOLD RACEWAY TO CEILING TO EXTEND CIRCUITING FOR DOOR

OPERATOR.

@ PROVIDE ALL WIRING FOR AUTOMATIC DOOR MOTION DETECTORS. CONFIRM

2.

REQUIREMENTS WITH DOOR SUPPLIER PRIOR TO WORK.

GENERAL NOTES:

ALL EXPOSED RACEWATS SHALL BE PAINTED TO MATCH ADJACENT WALL SURFACES.

ROUTING OF CONDUITS THROUGH INTERIOR SPACES WILL BE REQUIRED AND WILL
INVOLVE REMOVAL OF CEILING LAT-IN TILES. CONTRACTOR SHALL REPLACE ANY
DAMAGED TILES RESULTING FROM THIS WORK.

WHERE SURFACE RACEWAT SUCH AS WIREMOLD IS USED T IS INTENDED THAT MINIMUM

LENGTHS ARE USED TO ROUTE TO ACCESSIBLE CEILING SPACE. REFER TO DETAIL
4/E02.

HEAT CABLE KETED NOTES:

@ LOOP HEAT CABLE IN DOWNSPOUT AT THIS LOCATION

‘ EXTEND 3/4"C. WITH 2 #12 AND | #12 GND. TO EXISTING 120V PANEL IN TENANT SPACE

WHERE HEAT CABLE IS LOCATED. PROVIDE 30A-IP, 30 mA EQUIPMENT PROTECTOR
BREAKER IN PANEL OF SAME MANUFACTURER AND AIC RATING.

@ HEAT CABLE CONTROLLER. LOCATE ON PARAPET WALL.

@ LOCATE HEAT CABLE SENSOR IN DRAIN AS PER MANUFACTURER RECOMMENDATIONS.
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